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Mabati Rolling Mills Limited is a member of the Safal Group, which was the �rst in Africa to set up Aluminium-Zinc (AZ) 
Coating Technology. This is done under licence to BIEC International Inc., the worldwide licensor and acknowledged 
leader in technologies associated with 55% Aluminium-Zinc coated steel. 



To ensure we produce a product that not only conforms to relevant quality standards but also performs well under 
different weathering conditions, our products undergo below long term performance testing:
 
Ÿ QUV / QUB testing

The polymer characteristics of the COLORPLUS® material is exposed for predetermined time periods to UVA and UVB 
rays at �xed temperatures

Ÿ Live Test Stations
Live test stations have now been installed at various locations                                                                                                                  
for monitoring the long term performance of COLORPLUS® 
under everyday weathering conditions 

Atmospheric Exposure 

ISO Management Systems Testing

MRM corrosion site at Mariakani, Mombasa

Ÿ ISO Management Systems Testing
Ÿ Quality inspection and testing during production
Ÿ Finished Products Conformance Testing 
Ÿ East African Standards / Customer Speci�cations
Ÿ Accelerated weathering tests for quality control
Ÿ Live test sites

At the core of our business is the implementation of  ISO 9001:2015 and ISO 14001:2015 management systems. This 
ensures all processes are managed to ensure consistent product quality.

To ensure products sent to our customers are defect free, we have trained quality inspectors who ensure our various 
production processes across the value chain are at optimal conditions.

Finished Products Conformance Testing
During the quality testing of the product we focus on various characteristics which include mechanical properties and 
coating performance. COLORLUS undergoes the following tests:

-   Impact Testing
-   Bend Test
-   Paint Thickness Test
-   Cross Hatch Test
-   Cupping Test

-   Scratch Test
-   Solvent Resistance
-   Pencil Hardness Test
-   CIE Lab values
-   Gloss

Through our live testing in the region, we are able to provide greater 
assurance  of performance in East African markets for our products



You will have peace knowing that  COLORPLUS prepainted steel is backed by up to 15 years warranties available on 
application (Terms and Conditions apply).

COLORPLUS® pre-painted steel is available in coil form, �at sheets or in various residential, commercial and 
industrial pro�les

The thermal mass of COLORPLUS® is 
signi�cantly lower than traditional pre-
painted galvanised and clay tile roo�ng 
due to the patented coating technology. 
This increases the re�ection of the sun's 
rays creating a cooler building in 
summer and a warmer building in 
winter. Adding colour not only offers 
aesthetic appeal, but also increases solar 
re�ection.
 
Tests have proven that based on the 
colour spectrum, light colours offer a 
higher re�ectance compared to darker 
colours. Please refer to the Technical 
Speci�cation table on the right for 
information on Total Solar Re�ective 
Index (SRI) of the colours in the 
COLORPLUS® palette.

 Colour  Total Solar  Thermal Solar Re�ective
  Re�ectance Emmitance Index

Note* The results reported have a 
measurement tolerance of +/- 10 units. 
Please note this �gure may vary 
depending on AZ coating weight.

Avocado 40% 0.82 42

Beige Red 35% 0.83 34

Bright Red 35% 0.82 36

Brilliant White 60% 0.84 65

Forest Green 25% 0.81 28

Kraft Grey 40% 0.82 42

Lagoon  45% 0.84 47

Light Blue 35% 0.82 33

Light Cream 50% 0.84 55

Lilac Haze 58% 0.81 59

Menengai Grey 54% 0.82 55

Mzima Blue 22% 0.81 25

Okra Red 30% 0.82 30

Olive Green 32% 0.82 34

Pembe White 55% 0.84 60

Savanna  40% 0.82 42

Sea Spray 62% 0.84 64

Service Grey 56% 0.81 57

Steel Blue 26% 0.80 25

Traffic Green 23% 0.81 25

Ochre Yellow 24% 0.80 26

Luminous Green 25% 0.80 27



Texture Adds Character!
COLORPLUS TEXTURED® is a double-coat textured-�nish paint system applied to a Zincal® substrate (Aluminium - 
Zinc coated sheet)

The textured surface provides a superior look, with a low gloss regardless of the angle from which it is observed. This 
ensures our textured �nish is quite different from the conventional gloss �nishes often used for manufacturing metal 
roofs, making it more visually attractive and increasing its appeal to architects and property developers. The brand 
offers an exciting alternative for roo�ng and cladding �nishes. Architects and builders will be eager to exploit the 
obvious aesthetics and commercial potential of new textured products in increasingly demanding markets.

COLORPLUS TEXTURED® is available in the following standard colours:

COLORPLUS TEXTURED® prepainted steel is available in various residential, commercial and industrial pro�les.

Tile
Red

Brick
Red

Potters
Clay

Sky
Blue

Charcoal

Chocolate

Graphite
Grey

Maroon Dark
Green

Aqua
Green



New Generation of Architectural Paints!

COLORPLUS METALLIC® prepainted steel is available in Coil form, �at sheets or in various residential, 
commercial and industrial pro�les.

Metallic

This is a high performance product in either a MPE or PVDF paint system that offers a similar appearance to your 'car' 
metallic paint, offering an alternative to Aluminium at much lower cost. The product is envisaged for high-end 
commercial project facades as well as other projects looking for that extra �nesse in design and �nish. 
The new COLORPLUS METALLIC® steel range introduces three additional colours to the updated Colour Chart and an 
innovative paint technology that boosts its signature lustre effect.
 
A new paint type and production method strategically places particles in the paint system to optimise light 
penetration and colour re�ectivity to increase brilliance. With planning and thoughtful design, iconic buildings are 
now more achievable. A simple play of light is all that's needed to bring out the signature metallic �nish.

COLORPLUS METALLIC® is available in the following standard colours:

Shimmer
Grey

TyphoonSilver



Paint Line Tested Properties of Product

Pencil

Reverse Impact

T - Bend

Cupping

MEK

CIE Lab Unit

60° meter

Hardness

Adhesion

Flexibility

Solvent Resistance

Color

Specular Flops

Min 2H

500g

Max 2T

Max 6 dia

100 double rubs

<1.5

40± 5 units

Mombasa - Nairobi Highway
PO BOX 68 Mariakani, 80113, Kenya
Tel: +254 020 234 34 01 / 02 / 03
Email: marketing.mrmcoils@safalgroup.com
Website : www.mabati.com

Width ≤ 1220
925

8 ± 1µm backing coat - cool grey

®Mabati Rolling Mills Limited, COLORPLUS   and  Grade,  or .AZ100 AZ150 G550 G330

A755M

EAS468


