MILD STEEL
ZED PURLINS




MILD STEEL ZED PURLINS

Zed Purlins are horizontal beams that are designed to support the roofing structure and wall joists of a building shell structure. They

sit between the roofing sheets and the building, acting as a support for the sheet to ensure it is firmly attached and safely in place.

Applications
* Roofing contractors extensively use Zed Purlins in wide span roofing structures such as godowns, workshops, industrials sheds

and many more.
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MOMENT OF SECTION RADIUS OF

SECT. DIMENSIONS INERTIA MODULUS GYRATION
SIZEAXB  THICKNESS [t} WEIGHT AREA B c Ix ly 7x 2y ix iy

mm mm kg/m mm mm _ mm (cm*)  lylem?) ixlem) iylem) Zxlcm*) Zylcm*)

101.6x50.8 2.0 3.64 463 101.6 50.8 22.20 70.18 33.87 13.81 6.80 3.83 2.70
114.6x50.8 2.0 3.85 490 114.6 50.8 22.20 98.24 33.87 17.19 6.80 4.47 2.62
127.0x50.8 2.0 4.05 516 127.0 50.8 22.20 125.99 33.87 19.84 6.80 4.94 2.56
139.7x50.8 2.0 424 540 139.7 50.8 22.20 157.80 33.87 22.60 6.80 5.40 2.50
152.4x50.8 2.0 444 566 1524 50.8 2220 194.14  33.87 25.47 6.80 5.85 2.44
177.8x63.5 2.0 5,18 6.60 1778 63.5 22.20 331.70 63.13 37.31 10.10 6.97 3.04
177.8x63.5 2.5 6.40 823 177.8 635 2220 389.51 67.91 43.81 10.91 6.90 2.88

Sizes 250x75x2.5mm & 300x75x2.5mm are available on order.




